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EXISTING COLUMBARIUM /
RETAINING WALL, TYP.

SAF

SAF

DEMOLITION PLAN
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EXISTING CONCRETE
MOW CURB, TYP.

KEYNOTES

REMOVE EXISTING CONCRETE ALONG EXISTING
CONTRACTION JOINTS. SAWCUT FULL DEPTH. REMOVE
FULL DEPTH OF PAVEMENT. REFER TO DETAIL B1/C-505
FOR CONCRETE REMOVAL AT EXISTING BRICK END
PIERS.

TREE, SHRUB AND VEGETATION REMOVAL INCLUDES
DIGGING OUT AND OFF-SITE REMOVAL OF STUMPS AND
ROOTS.

PERMANENTLY REMOVE EXISTING BENCHES.

PRESERVE AND PROTECT EXISTING STORM DRAIN AND
SUBDRAINAGE PIPING AND STRUCTURES. IT SHALL BE
CONTRACTOR'S RESPONSIBILITY TO REPAIR DAMAGE.

REMOVE EXISTING DRAINAGE STUBS, TYPICAL.

TEMPORARY CHAIN LINK CONSTRUCTION FENCE WITH
VEHICULAR ACCESS GATE. REFER TO SPECIFICATION
01 00 00. APPROXIMATELY 306 LF.

REMOVE EXISTING TRASH CAN FOR CONSTRUCTION
ACCESS. STORE FOR REINSTALLATION.

PROVIDE TREE PROTECTION TO EXISTING TREES /
SHRUBS. IF DAMAGED, TREES / SHRUBS SHALL BE
REPLACED AT CONTRACTOR EXPENSE. REFER TO
DETAIL E1/C-503.

NOT USED.

REMOVE PORTION OF EXISTING STORM DRAINAGE AND
REPLACE PER PLAN C-303. PROVIDE TEMPORARY
DRAINAGE AS NEEDED.

EXISTING FLORAL WATERING STATION. PRESERVE AND

PROTECT. CONTRACTOR TO REPAIR ANY DAMAGE AT
CONTRACTORS EXPENSE. TOTAL OF TWO (2).

LEGEND

PROJECT LIMITS

CONSTRUCTION FENCE

(|
(|

sAF ORANGE SAFETY FENCE
CONSTRUCTION ENTRANCE E2/C-501

EXISTING SIDEWALK JOINT

GENERAL NOTES

1. CONTRACTOR TO PRESERVE AND PROTECT

EXISTING COLUMBARIUM UNITS, WALLS, NICHE
COVERS AND CONCRETE WALKS. ANY DAMAGE
SHALL BE REPAIRED AT CONTRACTORS
EXPENSE.

2. EXISTING CONCRETE JOINT LOCATIONS ARE
APPROXIMATE AND BASED ON AS-BUILT
DRAWINGS.

SAF

SAF

SITE LAYOUT PLAN

SAF

10

—© —® —e6 & G ©

KEYNOTES

DECORATIVE GRAVEL STRIP, TYP. REFER TO
SPECIFICATIONS.

5-HIGH DOUBLE SIDED COLUMBARIUM WALLS.
SEE SHEETS L-201 AND L-504 - L-506 FOR
PLANS, DETAILS AND SECTIONS.

TIE IN TO EXISTING WALK, TYP. SEE DETAIL
E7/C-505 FOR TIE BAR CONNECTION.

RE-INSTALL TRASH CAN

COLUMBARIUM WALL
ELEVATION A-A PER DETAIL B2/L-201

COLUMBARIUM WALL
SECTION B-B PER DETAIL D2/L-201

COLUMBARIUM WALL
SECTION C-C PER DETAIL F2/L-201

LEGEND

' CONCRETE WALK - SEE B5/C-505

COLORED CONCRETE

DECORATIVE GRAVEL STRIP

\\\\ BRICK VENEER END PIER - SEE
SHEET L-504.

B B B  mm = PROJECTLIMITS

1
LT

O CONSTRUCTION FENCE

CONTRACTION JOINT

—_— e e e e e FXPANSION JOINT

NORTY

HORIZ. GRAPHIC SCALE: 1" = 10'

GENERAL NOTES

ALL LINEAR DIMENSIONS ARE TO THE EDGE
OF PAVEMENT.

EXISTING BRICK COMMITTAL SHELTER AS
SHOWN WAS OBTAINED FROM AS-BUILT
DRAWINGS AND LOCATION IS APPROXIMATE.
COLUMBARIUM WILL BE CLOSED TO
VISITORS DURING COLUMBARIUM
CONSTRUCTION. COMMITTAL SERVICES
WILL BE HELD OFF-SITE DURING
COLUMBARIUM CONSTRUCTION.

EXISTING COLUMBARIUM LOCATIONS AND
DIMENSIONS OBTAINED FROM SURVEY AND
AS-BUILT DRAWINGS. CONTRACTOR TO
VERIFY DIMENSIONS AND ENSURE NEW
COLUMBARIUM LAYOUT IS PARALLEL AND
PERPENDICULAR TO EXISTING 5-HIGH
DOUBLE SIDED WALLS PRIOR TO BEGINNING
NEW CONSTRUCTION. CONTRACTOR TO
PROVIDE STAKEOUT OF PROPOSED
COLUMBARIUM WALL CORNERS AND
RECEIVE COR APPROVAL BEFORE
BEGINNING NEW CONSTRUCTION /
INSTALLATION WORK.

SIDEWALK NOTES

PROVIDE EXPANSION JOINTS AT A MAXIMUM 30'
FT SPACING FOR SIDEWALKS AND AS
INDICATED ON THE PLANS.

PROVIDE EXPANSION JOINTS AT ANY LOCATION
WHERE PAVING MEETS FIXED VERTICAL
ELEMENTS: IE WALLS, UTILITY BOXES, ETC.
ALL EXISTING UTILITIES TO REMAIN IN PLACE
AND IN SERVICE UNLESS OTHERWISE NOTED.
COORDINATE WITH CEMETERY PRIOR TO
PERFORMING DEMOLITION WORK.

THE LOCATION OF JOINTS AS SHOWN/OR
DESIGNATED ON THIS SHEET ARE ONLY
APPROXIMATE LOCATIONS TO BE USED AS A
GUIDE IN THE FINAL LOCATION OF THE JOINTS
AND TO AFFORD BIDDERS A BASIS FOR
ESTIMATING THE CONSTRUCTION COSTS OF
THE JOINTS. THE FINAL LOCATION OF THE
JOINTS IS TO BE CONFIRMED BY THE COTR
DURING CONSTRUCTION.

REFER TO DETAIL B5/C-505 FOR SIDEWALK
SECTION AND JOINTING DETAILS.
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